
E Q U I P M E N T

POWERLINE SLICER

PS-12B

STANDARD FEATURES

0.29 HP motor 

Scaled thickness gauge

Stainless steel slice deflectors

Integrated knife sharpener

Belt driven transmission

Great distance between blade and 

motor for easy cleaning

Gravity feed allows free fall product 

feeding

Anodized cast aluminum body

Integrated knife
sharpener
Easy to use and keeps 
a perfect cutting edge, 
sharpening and honing 
the blade through its 
spinning stones.

Consistancy in cuts
Graduated thickness 
gauge which ranges 
from 0-13 mm, 
allowing the user to 
adjust slice thickness.

Long lasting blade
The PS-12B blade is
highly rust resistant, 
thick and durable, 
giving it quite the 
longevity.

Safety switch
The lighted safety 
switch indicates when 
the motor is on, 
preventing accidents.
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POWERLINE SLICER

PS-12B

Technical Data

Detail & Dimensions

As continued product improvement is a policy of Powerline, specifications are subject to change without notice.

Dimension (DxWxH) Inches 610 mm x 640 mm x 510 mm (24.02” x 25.2” x 20.08”)

Finish Anodized cast aluminum alloy, stainless steel slice deflector

Electrical 115/60/1, 230/50/60/1 & 400/50/3

Motor 0.29 HP 0.21 Kw

Transmission Belt driven

Blade Ø 11.81“ (300 mm)

Cutting system 0-25° blade inclination

Slice thickness 0-.51” (0-13 mm)

Sliding allowance 11.22” (285 mm)

Safety switch  Illuminated in red

Manual / Automatic Manual 

Net weight 45.19 lbs. (20.5Kg)

Shipping dimensions 23.62” x 19.69” x 16.54” (600 mm x 500 mm x 420 mm) 

Shipping weight 51.81 lbs. (23.5Kg)
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